
 
1 x M.2 2230 WIFI_BT Module 
WIFI 6 

 

1 x DP 1.4 
1 x HDMI 1.4 
2 x USB2.0 Type-A 
2 x USB3.1 Type-A 
1 x USB3.1 Type-C 
1 x RJ45 10/100/1000M 
1 x Line-Out/Mic-In, 2 in 1 connector 

  1 x DC IN 

 Operating: 23°F to 113°F 
Storage: -4°F to 158°F 

Memory 

 
 

16GB Standard / Up to 32GB available 

TV-i7-PCModule-G5
SPECIFICATIONS 

Processor Intel® Core™ i7-1355U  U p  t o 5 . 0 GHz 

Storage 

 

256GB SSD Standard / Up to 512GB 
available 

Network Intel® Gigabit Ethernet 

 

  

 

The Intel® Open Pluggable 

• Dual channel SO-DIMM DDR4, 

•

Specification (OPS) PC with 
13th Generation Intel® Core™
i7 Processor is designed to turn your
 Touchview Interactive display into a
 Windows all in one unit. 

13th generation “Raptor 
Lake” Intel® Core™ i7-1355U
Processor 

Max. 32GB 
• Dual 4K Imagery and playback 

@ 60Hz 
• Dual M.2 SSD Module 
• M.2 WiFi Module & SIM card 

3G/4G 
• 3-year return to base warranty 
• OPS (open pluggable 

specification) compliant 

Audio ReaItek HD Audio IC 
 
 
 
 
 
 

 

 

 
Power 

1 x 2.5/5.5 DC In Jack 
1 x HDMI 2.0, 4K 60Hz output 
1 x DP 1.4, 5K 60 Hz output 
2 x USB2.0, 1 x USB3.0 
1 x TTL 

Input 12-19V DC IN (45W) 
 

 
Support OS 

 

 
Relative

WIN10, WIN11, LINUX ,Chrome Flex

 humidity 10% to 90% (non-condensing) 
 

 
EMC CE/FCC Class B, CCC 

 
 
 
 
 
 
 
 
 
 
 

 
Contact us today to 
learn how you can extend 
the capabilities of all your 
TouchView devices! 

1-833-TOUCHVW (868-2489) | PO Box 610, Brockton, MA 02301 

Graphics Intel® IRIS® Xe 

TPM TPM2.0 firmware 

Dimensions 119mm x 180mm x 30mm 

Safety CE/FCC LVD, CCC 


